
STAR PRISM (47000-X)
Clear Penetrating Sealer & Coating for Protecting Concrete, Brick and other common 

structural surfaces. 

For a Semi-gloss or gloss finish- based on 100% Acrylic latex polymers. 

STAR PRISM is a specialty clear penetrating sealer that protects concrete and various common building substrates like brick, 
masonry, etc. Being based on 100% Specialty Acrylic polymers and chemicals, STAR PRISM is highly stable and resistant to water, 
salts, ultraviolet and weathering. The nanoparticles of the polymers in STAR PRISM, are responsible for its outstanding penetrating 
properties and crystal clear finish, even after water submersion.  

STAR PRISM quickly penetrates into concrete, brick and other common building surfaces and forms a tough polymer network in the 
interstices that stops water, chloride, de-icing chemicals, salt, and other damaging elements from entering and destroying the 
substrates. 

Outstanding Features 

Ø Shields and protects against the irreversible effects of salt and chemical damage to concrete.
Ø Improves flexural and tensile strength of the concrete and other building substrates.
Ø Easy to apply, fluid, water-thin consistency.
Ø Water based product is safe to handle and easy to store. Non-flammable
Ø Outstanding UV resistance, will not yellow with ageing.
Ø Crystal clear finish, even after prolonged submersion under water.

Recommended Use 
Ø All types of concrete, brick, masonry, stonework and exterior & interior surfaces.
Ø Concrete driveways, sidewalks, patios etc.
Ø Specially suited for protecting and beautifying  paving stones, terrazzo tiles, rocks, etc.

Properties & Specifications. 

Appearance Milky white, water-thin liquid with mild ammonical odor. 
Dry Film Crystal clear transparent film. 
Polymer type 100% Acrylic latex. 
Resistant to De-icing salts, water, oil, grease, transmission fluid and other petrochemicals. 
Color change Non-yellowing. The color of the surface will not change. 
Durability Estimated  2-3 years. 

APPLICATION NOTES 
Surface Preparation: 

Surface  must be clean, free of dust, grease, grime, mold, mildew and debris. Additionally, the surface must have a profile 
and a certain degree of porosity for STAR PRISM to penetrate swiftly and effectively. 



Smooth surfaces (including trowel finish)- Examples of such surfaces are garage, warehouse and most of the interior floors. 
For use on such surfaces, it is highly recommended that the surfaces be etched with muriatic acid or any other suitable 
method to create porosity for the effective and swift penetration of STAR PRISM into the structure. 

Oil, Grease, etc.  Remove by degreasing and washing with a detergent. 

Mold, Mildew- Remove with a bleach wash or any other suitable method. 

Dilution rate: Supplied ready to use for most applications. For special applications, it shall be diluted with clean 
potable water (max. 5% by volume). 

Application Methods: Low pressure sprayer, roller, or brush. 
Coverage Rates:   Recommended coverage rate is approx. 200 sq. ft per gallon, which may vary depending upon the porosity 

of the surface. 
Drying Time: Approx. 30 minutes under good drying conditions (low humidity and moderate temperatures). Will vary 

according to ambient temperature and drying conditions. 

PRECAUTIONS PACKAGING 
Keep from freezing 5- gal. plastic pails
Observe all safety precautions 55 gal. drums

Consult Material Safety Data Sheet for details 275 gal. plastic totes. 

KEEP OUT OF REACH OF CHILDREN 
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